Conduit Fitting: Flexible Coupling,

DFC Series

Flameproof
Zone1&2-21&22

A QUALITY PRODUCT

Application

The DFC flexible couplings are used in a conduit system

for zone 1, 2 and zone 21, 22 hazardous areas to

m  jsolate conduit from vibration or movement of con-
nected equipment.

= accomplish difficult bends in place of rigid conduit.

Specification
Inner flexible tube
Outer wire braid
Male threaded fiitting

Stainless steel
Stainless steel
Nickel-plated brass

Option

= with union (DUN series)

Ordering Requirements and Dimension

Technical Data

Gas Dust
EX 182 21822
Ella &1
Exdb IIC Gb Ex tb IlIC Db IP65

ATEX Certificate TOV CY 16 ATEX 0205741 U

Compliance with Equipment and protective systems intended for use in
potentially explosive atmospheres, Directive 2014/34/EU
Standards

EN 60079-0:2012+A11:2013, EN 60079-1:2014,
EN 60079-31:2014

e

Flexible Length a

(R
Outer wire braid
Inner flexible tube
- Dmemsbnimmm
300mm. 600mm. 900mm. 1,200mm. 242 , b a d o
Flexible length  Flexible length ~ Flexible length ~ Flexible length
DFC-130 DFC-160 DFC-190 DFC-1120 @1/2°’NPT  15.0 4135 1985 8.0 35.0 38.0
DFC-230 DFC-260 DFC-290 DFC-2120 @3/4°NPT  20.0 4165 20.15 8.0 37.0 40.0
DFC-330 DFC-360 DFC-390 DFC-3120 @1"NPT  26.0 50.0 25.0 8.0 42.0 46.0
DFC-430 DFC-460 DFC-490 DFC-4120 @1-1/4" NPT~ 350 50.61  25.61 8.0 56.0 61.0
DFC-530 DFC-560 DFC-590 DFC-5120 @1-1/2’ NPT 400 51.04 26.04 8.0 60.0 65.0
DFC-630 DFC-660 DFC-690 DFC-6120 @2"NPT  52.0 51.87 26.87 8.0 75.0 81.0
- DFC-760 DFC-790 DFC-7120 @2-1/2’ NPT~ 620 8590  39.90 1.0 1070 115.0
- DFC-860 DFC-890 DFC-8120 @3" NPT 770 8749 4149 1.0 1250 135.0
- DFC-960 DFC-990 DFC-9120 @3-1/2’ NPT~ 88.0 93.76 42.76 1.0 165.0 178.0
- DFC-1060 DFC-1090 DFC-10120 @4’NPT 1020 95.03  44.03 1.0 1750 185.0
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