Lighting: LED Floodlight (Round Shape),
DFDR1 Series

Flameproof/ Incresed Safety and Dust protection by enclosure

Zone1&2-21&22 A QUALITY PRODUCT
Specification Technical Data
Body material : Marine grade copper-free aluminium  [FTESSSRTSRNroS Gas Dust
alloy with polyester powder coated, 182 21822
) RAL 7032 (grey) _ Conforming to ATEX E 126 E>n2p
ens : Heat and high |'mpact resistant Symbol of Protection ATEX
clear glass (4J impact) - Ex de IIC T6/T5 Gb Ex tb 11IC T85°C/ T95°C Db IP66
Bolts . Stainless steel Symbol of Protection IECEx
Bracket Hot-dip galvanized steel il S G TCRTO R IChC
Sealing gasket - Silicone Index of Protection IP66
LED System ATEX Certificate TOV CY 19ATEX ____

Luminous efficient - 100 Im/W Compliance with Equipment and protective systems intended for use in

Colour temperature = 5700 K (cool white) potentially explosive atmospheres, Directive 2014/34/EU
Color Rendering Index (Ra) : >70 Standards EN 60079-0:2012+A11:2013, EN 60079-1:2014,
Chip . CREE EN 60079-7:2007, EN 60079-31:2014
Beam angle : 65° 100°
1-hole standard (M25x1.5 or @3/4” NPT), 2-holes are optional

Option (specify) Bracket mounting
Colour temperature : 3000K, 3500K, 4000K, 4500K, Connection L, N-and E ; for 1-4mm.2 cable (Through wiring system with

5000K, 6500K or others an extra terminal block for cable connection at both ends.)
Color Rendering Index (Ra) : >80 Rated Voltage 110-240V.ac 50/60Hz., THDi < 20%, PF. 2 0.95

Others beam angle of lens

Catalogue Number Logic

DFDR1 - HEER - U U
Series LED Power (Watt) Entries Accessories
(see catalogue M2 M25x1.5 G Guard
number table) N2 @3/4” NPT

Ordering Requirements

cd/kim DFDR1-30 -0O0  30W. 110-240V.ac T6 T5 T85°C T95°C 10.0
C0°>-C180° Luminaire : DFDR1-120 DFDR1-40 -00  40W. 50/60Hz.

DFDR1-50 -0O0  50W.

DFDR1-60 -O0  60W.

DFDR1-70 -0O0  70W.

DFDR1-80 -0O0  80W.

DFDR1-100 -0  100W. 110-240V.ac T6 T5 T85°C T95°C 14.5
DFDR1-120 -00 120W. 50/60Hz.

DFDR1-150 -0  150W.

DFDR1-180 -0  180W.

DFDR1-200 -0  200W.

DFDR1-220 -0 220W.

DFDR1-240 -0O0 240W.
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Complete photometrics, please contact us. 65 65 3213 _
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LED unit on PCB 30W.to80W. 263 306 254 292
100W. o 120W. 266 329 338 401
150W. to 240W. 268 329 338 401

110-240V.ac
50/60Hz.
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